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ThisThisThisThis manualmanualmanualmanual hashashashas mainlymainlymainlymainly instructionsinstructionsinstructionsinstructions onononon thethethethe installationinstallationinstallationinstallation andandandand usageusageusageusage ininininAndroid,Android,Android,Android,
Blackberry,Blackberry,Blackberry,Blackberry, iPhoneiPhoneiPhoneiPhone mobilemobilemobilemobile phone.phone.phone.phone.

1)1)1)1) TheTheTheThe acquisitionacquisitionacquisitionacquisition ofofofof clientclientclientclient software:software:software:software:

The client software can be got from the CD material equipped with CD , then
choose English and select the options supporting tools, finally choose the mobile
phone monitoring or obtained from technical support. Each type of corresponding
client software as follows.

1. Asee.apkAsee.apkAsee.apkAsee.apk: The smart phone monitoring client of Android operating system

2. ASee.codASee.codASee.codASee.cod& ASee.ASee.ASee.ASee.alxalxalxalx: The smart phone monitoring client of BlackBerry
operating system

3. Asee.sisxAsee.sisxAsee.sisxAsee.sisx: The smart phone monitoring client of Symbian operating system

NotesNotesNotesNotes：

� The mobile phone client of apple mobile phone system (iOS)can be directly
searched for ASee+ASee+ASee+ASee+ in the appstore and installed online.

� The mobile phone client of Android system can be directly searched for ASee+ in
the Android market and installed online.

2)2)2)2) TheTheTheThe mainmainmainmain functionsfunctionsfunctionsfunctions ofofofof thethethethe programprogramprogramprogram whichwhichwhichwhich isisisis straightstraightstraightstraight eveneveneveneven versionversionversionversion

ofofofof currentcurrentcurrentcurrent mobilemobilemobilemobile phonephonephonephone monitoringmonitoringmonitoringmonitoring areareareare shownshownshownshown asasasas follows:follows:follows:follows:

1. Browsing real-time video function. In addition to BlackBerry, it can support four
pictures at the same time preview.

2. PTZ control function (the controlled ball machine is in front).

3)3)3)3) TheTheTheThe instructionsinstructionsinstructionsinstructions ofofofof threethreethreethree platformsplatformsplatformsplatforms isisisis shownshownshownshown asasasas follows.follows.follows.follows.

ChapterChapterChapterChapter OneOneOneOne instructionsinstructionsinstructionsinstructions ofofofofAndroidAndroidAndroidAndroid

§§§§1.11.11.11.1EssentialEssentialEssentialEssential conditionconditionconditioncondition

1) Support the version 1.5 or above of Android system.

2) Support DVR platform versions:

� Hisilicon v1.0.1.8 and higher.

� GRain v8.33 and higher.
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§§§§1.21.21.21.2 InstallationInstallationInstallationInstallation andandandand operationoperationoperationoperation instructionsinstructionsinstructionsinstructions

1）Installation

Support two installation modes and the user can choose one way for

installation.

1. Install online

SearchASee+ASee+ASee+ASee+ on google market and install online. As figure 1-1 shows:

Figure 1-1

2. Install offline

Copy the Asee.apkAsee.apkAsee.apkAsee.apk installation package to Android phone through cable. In the
specified directory find out the corresponding .apk.apk.apk.apk, click the application installation
(If there is not installed apk installer in the mobilke phone, the user needs to download
an apk installation software so that it can identify the apkapkapkapk package), and there will be
program icons after finishing installing. As figure 1-2 shows.
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Figure 1-2

3）Click the program icon <Asee+><Asee+><Asee+><Asee+>，the first screen after running is shown in

figure 1-3.
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Figure 1-3

TheTheTheThe functionsfunctionsfunctionsfunctions ofofofof buttonsbuttonsbuttonsbuttons showshowshowshow asasasas follows:follows:follows:follows:
Table 1-1

FunctionFunctionFunctionFunction
keyskeyskeyskeys

DefinitionDefinitionDefinitionDefinition FunctionFunctionFunctionFunction specificationspecificationspecificationspecification

Play
When the program connects with device,
play video

Capture
Capture the current screen(the default save
path: the default pictures directory of
mobile)

Settings

Set some information of the device, such
as IP address, dynamic domain name, port,
username, password and device alias
information.

About Some device information of the software

Previous
group

It can show the previous channels group.

Next group It can show the next channels group.
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Select
channel

Choose one video channel of the device.
And cooperate with "next group" can
switch the 8 or 16 channels.

PTZ control
PTZ direction control including up, down,
left and right.

Zoom Zoom in/out control of PTZ.

Focal length Focal length adjustment of PTZ.

Aperture Aperture control of PTZ.

4）If it is first running or need to change the parameters, please click the <settings><settings><settings><settings>

button and enter the <<<<DDDDeviceeviceeviceevice LLLList>ist>ist>ist> page, as shown in figure 1-4.

Figure 1-4
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In <device<device<device<device list>list>list>list>interface, click <Add><Add><Add><Add> button and enter <settings><settings><settings><settings> interface,
as shown in figure 1-5.

Figure 1-5

NotesNotesNotesNotes：

� <DVR<DVR<DVR<DVRTitle>Title>Title>Title>：It is convenient to identify among multiple devices.

� <Server><Server><Server><Server>：The public IP address, dynamic domain name or LAN IP of DVR (The

port should be mapping before using public IP and mobile phones need to open

wifi before using LAN IP).

� <Port><Port><Port><Port>：The mobile port set in DVR（default parameter is 8888）.

� <User<User<User<User Name>Name>Name>Name>：The username permitted to login the DVR（default username is

‘admin’）.

� <Password><Password><Password><Password>：The password of the user (default password is empty).

���� <<<<MaxMaxMaxMax ChannelChannelChannelChannel>>>>:::: The actual channel numbers of DVR.

5）After finishing, click <OK><OK><OK><OK>and enter the DDDDeviceeviceeviceevice LLLListististist page. As
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shown in figure 1-6.

Figure 1-6

NotesNotesNotesNotes：

� <Back><Back><Back><Back>：Back to the screen of previewing image.

� <Channel<Channel<Channel<Channel ListListListList>>>>：It shows the corresponding DVR and the default channel

list, the user can arbitrarily choose a channel to preview image.

� <Information<Information<Information<Information Edit>Edit>Edit>Edit>：Click this button and enter the ““““SSSSettingsettingsettingsettings”””” interface,

you can editor delete the device information, as shown in figure 1-7.
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Figure 1-7

6）Complete settings, choose channel to preview, and the preview function include
two modes: common mode and full screen mode.
1. CommonCommonCommonCommon modemodemodemode is shown in figure 1-8.

Figure 1-8
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2. FullFullFullFull screenscreenscreenscreen modemodemodemode is that when mobile phone lay down horizontally it will
automatically switch to full screen mode, as shown in figure 1-9.

Figure 1-9

7777）ChannelChannelChannelChannel switchswitchswitchswitch functionfunctionfunctionfunction
Select some channels in the DDDDeviceeviceeviceevice LLLListististist interface, the program will automatically
switch to the PPPPreviewreviewreviewreview IIIInterfacenterfacenterfacenterface and open the corresponding channel preview in
PPPPreviewreviewreviewreview IIIInterfacenterfacenterfacenterface. Program displays the default 1 ~ 4 channels, if the user clicks the

channel button of NNNNextextextext GGGGrouprouprouproup in the PPPPreviewreviewreviewreview IIIInterfacenterfacenterfacenterface, the channels
group will switch to 5 ~ 8, 8 ~ 12, 12~16 and circulation switch. As shown in figure
1-10.



Instructions of mobile phone client V1.00

11

Figure 1-10

ChapterChapterChapterChapter TwoTwoTwoTwo instructionsinstructionsinstructionsinstructions ofofofof BlackberryBlackberryBlackberryBlackberry

§§§§2.12.12.12.1EssentialEssentialEssentialEssential conditionconditionconditioncondition

1) Support the version 4.6 or above of Blackberry system, and mobile phone screen
resolution is 480*360 and 480*320. Support 8900, 9000, 9700, 9630, 9900 of
Blackberry.

2) Support DVR platform versions:

� Hisilicon v1.0.1.8 and higher.

� GRain v8.33 and higher§2.2 Installation and operation instructions

§§§§2222.2.2.2.2 InstallationInstallationInstallationInstallation andandandand operationoperationoperationoperation instructionsinstructionsinstructionsinstructions

1）Install ASee. cod and ASee. jdp installation package into Blackberry handset

through the desktop manager, as shown in figure 2-1.
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Figure 2-1

2）Click the optionsoptionsoptionsoptions on mobile phone desktop and enter the interface of figure 2-2.

Figure 2-2

3) <Asee><Asee><Asee><Asee> permission settings
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a. Click <application<application<application<application program>program>program>program> to find out <Asee><Asee><Asee><Asee>；

b. Click the icon of <Asee><Asee><Asee><Asee> and enter the permission settings.
c. Click <edit<edit<edit<edit permissions>,permissions>,permissions>,permissions>, set all permissions <permit><permit><permit><permit>.

NoteNoteNoteNote：Some permissions can not be set <permit><permit><permit><permit>( the gray options mean cannot
change this option), and click “save”.

4）Enter the initial interface

Click the program icon <Asee><Asee><Asee><Asee>, after running procedure there will be an

welcome page, then enter the initial interface, as shown in figure 2-3.

Figure 2-3

NotesNotesNotesNotes：

� <Title><Title><Title><Title>：It is convenient to distinguish between multiple devices.

� <Address><Address><Address><Address>：The public IP address, dynamic domain name or LAN IP of DVR
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(The port should be mapping before using public IP and mobile phones need to

open wifi before using LAN IP).

� <Port><Port><Port><Port>：The mobile port set in DVR（default parameter is 8888）.

� <Channel<Channel<Channel<Channel total>total>total>total>：The actual channel number of DVR.

� <User<User<User<User ID>ID>ID>ID>：The username owens view permissions of mobile phone（default

username is admin）.

� <Password><Password><Password><Password>：The mobile phone port of DVR (default password is empty).

� <Network<Network<Network<Network type>type>type>type>：Choose the network type that you need.

� TheTheTheThe correspondingcorrespondingcorrespondingcorresponding functionsfunctionsfunctionsfunctions ofofofof buttonsbuttonsbuttonsbuttons showshowshowshow asasasas follows:follows:follows:follows:
Tabel 2-1

FunctionFunctionFunctionFunction
keyskeyskeyskeys

DefinitionDefinitionDefinitionDefinition FunctionFunctionFunctionFunction specificationspecificationspecificationspecification

login
Enter the playing interface, and the
program will connect with device and
begin to play video

exit Exit the program

Device list Enter the device list interface.

5) Click <login><login><login><login>, play the main interface, as shown in figure 2-4.
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Figure 2-4

TheTheTheThe correspondingcorrespondingcorrespondingcorresponding functionsfunctionsfunctionsfunctions ofofofof buttonsbuttonsbuttonsbuttons inininin <Main<Main<Main<Main interface>interface>interface>interface> showshowshowshow asasasas followsfollowsfollowsfollows:
Table 2-2

FunctionFunctionFunctionFunction keyskeyskeyskeys DefinitionDefinitionDefinitionDefinition FunctionFunctionFunctionFunction specificationspecificationspecificationspecification

Play
When the program connects with device,
play video

Full screen Play full screen.

Capture
Capture the current image (the default
save path: the default pictures directory of
mobile)

About Some device information of the software.

Next group
It can select the next channels group (1-4、
4-8、8-16) or PTZ control.

Select channel
Choose one video channel of the
broadcasting device and select any one of
8 channels.

Up control of
PTZ

The up direction control of PTZ.

Down control
of PTZ

The down direction control of PTZ.

Left control of
PTZ

The left direction control of PTZ

Right control
of PTZ

The right direction control of PTZ

Zoom in The zoom in control of PTZ.

Zoom out The zoom out control of PTZ.
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Focal length + Amplify the focal length of PTZ.

Focal length - Lessen the focal length of PTZ.

Aperture +
Amplify the aperture of PTZ.

Aperture -
Lessen the aperture of PTZ.

6) Exit the application program

Click the button <Exit><Exit><Exit><Exit> and exit the program, as figure 2-5 shows.

Figure 2-5

7) Edit the <Device<Device<Device<Device List>List>List>List> interface

1. Click the <Device<Device<Device<Device List>List>List>List>and enter <Device<Device<Device<Device List>List>List>List> interface, as shown in figure
2-6.
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Figure 2-6

2. Click the <menu><menu><menu><menu> button and enter the <device<device<device<device edit>edit>edit>edit> interface, as figure 2-7
shows.

Figure 2-7

TheTheTheThe correspondingcorrespondingcorrespondingcorresponding functionsfunctionsfunctionsfunctions ofofofof buttonsbuttonsbuttonsbuttons inininin <<<< devicedevicedevicedevice edit>edit>edit>edit> interfaceinterfaceinterfaceinterface showshowshowshow asasasas
follows:follows:follows:follows:
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Table 2-3

MenuMenuMenuMenu
definitiondefinitiondefinitiondefinition

FunctionFunctionFunctionFunction specificationspecificationspecificationspecification

Set to real-time
preview

When the program connects with device, play video.

New Device Create a new record.

Edit Edit record.

Delete Delete the selected record.

Delete All
Records

Delete all records.

Shutdown Shut down the program.

ChapterChapterChapterChapter ThreeThreeThreeThree instructionsinstructionsinstructionsinstructions ofofofof iPhoneiPhoneiPhoneiPhone

§§§§3.13.13.13.1EssentialEssentialEssentialEssential conditionconditionconditioncondition

1) Support the version iOS 3.0 or above, and mobile phones includes iPhone, iPod,
touch etc.

2) Support DVR platform versions:

� Hisilicon v1.0.1.8 and higher.

� GRain v8.33 and higher§2.2 Installation and operation instructions

§§§§3.23.23.23.2 InstallationInstallationInstallationInstallation andandandand operationoperationoperationoperation instructionsinstructionsinstructionsinstructions

1）Run the AppAppAppApp StoreStoreStoreStore program of iPhone

Switch to the search tag page, and input AseeAseeAseeAsee ++++ in the search box to find the
application installation package, then click <install><install><install><install> .After finishing installation,
there will be AseeAseeAseeAsee ++++ program icon on the mobile phone desktop, as shown in figure
3-1.
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Figure 3-1

2）Click the program icon Asee+Asee+Asee+Asee+ and the initial interface after running procedure is
shown in figure 3-2.

Figure 3-2

TheTheTheThe correspondingcorrespondingcorrespondingcorresponding functionsfunctionsfunctionsfunctions ofofofof buttonsbuttonsbuttonsbuttons showshowshowshow asasasas follows:follows:follows:follows:

Tabel 3-1

FunctionFunctionFunctionFunction
keyskeyskeyskeys

DefinitionDefinitionDefinitionDefinition FunctionFunctionFunctionFunction specificationspecificationspecificationspecification
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Stop
playing

When the program disconnects with device,
stop playing the video.

Capture
Capture the current image (the default save
path: the default pictures directory of
mobile).

Settings

Set some information of the device, such as
IP address, dynamic domain name, port,
username, password and device alias
information.

Channels
group switch

It can switch to next channels group.

About Some device information of the software.

Select
channel

Choose one channel video of the
broadcasting equipment. And cooperate with
"next group " can achieve the switch of 8ch
and 16ch.

PTZ control
PTZ direction control including up, down,
left and right.

Zoom Zoom in/out control of PTZ.

Focal length Focal length adjustment of PTZ.

Aperture Aperture control of PTZ.

3）Initial usage of need to change the parameter

1.Please click the settingssettingssettingssettings button and enter the devicedevicedevicedevice managemanagemanagemanage interface, as
shown in figure 3-3.
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Figure 3-3

2.Then select AddAddAddAdd button and enter devicedevicedevicedevice addaddaddadd interface, as shown in figure 3-4.
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Figure 3-4

Notes:Notes:Notes:Notes:

� <Device<Device<Device<Device Name>Name>Name>Name>：It is convenient to distinguish between multiple devices.

� <Address><Address><Address><Address>：The public IP address, dynamic domain name or LAN IP of DVR

(The port should be mapped before using public IP and mobile phones need to

open wifi before using LAN IP).

� <Port><Port><Port><Port>：The mobile phone port set in DVR（default parameter is 8888）.

� <User<User<User<User ID>ID>ID>ID>：The username permitted to login the DVR（default username is

‘admin’）.

� <Password><Password><Password><Password>：The password of the user (default password is empty).

� <Max<Max<Max<Max Channel>Channel>Channel>Channel>：The actual channel number of DVR.

3.After finishing, click <OK><OK><OK><OK>, enter <Device<Device<Device<Device Manage>Manage>Manage>Manage> interface. As shown in figure
3-5.

Figure 3-5

4.In the <Device<Device<Device<Device Manage>Manage>Manage>Manage> page, click the <back><back><back><back> button, enter the <add<add<add<add channel>channel>channel>channel>
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interface, then click the <+><+><+><+> button , as shown in figure 3-6.

Figure 3-6
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5.Click the <+><+><+><+> button , and switch automatically to <Device<Device<Device<Device List>List>List>List>, as shown in
figure 3-7.

Figure 3-7

6.Click the button to view all channel numbers, as shown in figure 3-8.
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Figure 3-8

7.Double click any channel, then switch to the <channel<channel<channel<channel preview>preview>preview>preview> interface to
preview channels, it can support four channels previewing at the same time, as shown
in figure 3-9.

Figure 3-9
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8.Click the <settings><settings><settings><settings> button enter the <Device<Device<Device<Device Manage>Manage>Manage>Manage> interface, as shown

in figure 3-10. The user can edit, modify and delete device information by clicking the
corresponding icon or slipping the item.

Figure 3-10

（1）Click the <edit><edit><edit><edit> button enter <parameter<parameter<parameter<parameter modifying>modifying>modifying>modifying> interface, as

shown in figure 3-11.
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Figure 3-11

（2）Slide rightly the <edit><edit><edit><edit> button to delete the information. As shown in

figure 3-12.

Figure 3-12
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4）Video display mode

There are two modes: common mode (figure 3-13) and full screen mode (figure 3-14).
Switch: when the mobile phone lay down horizontally it will automatically display
full screen.

Figure 3-13 common mode
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Figure 3-14 full screen mode

5）Channel switch function

Select some channels in the DDDDeviceeviceeviceevice listlistlistlist interface, the program will automatically
switch to the PPPPreviewreviewreviewreview IIIInterfacenterfacenterfacenterface and open the corresponding channel preview in
PPPPreviewreviewreviewreview IIIInterfacenterfacenterfacenterface. Program displays the default 1 ~ 4 channels, when elected the

channel <Channel<Channel<Channel<Channel switch>switch>switch>switch> button in the <preview<preview<preview<preview interface>interface>interface>interface>, the channels
group will switch to 5 ~ 8, 8 ~ 12, 12~16 and circulation switch. As shown in figure
3-15.
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Figure 3-15

ChapterChapterChapterChapter FFFFourourourour instructionsinstructionsinstructionsinstructions ofofofof SymbianSymbianSymbianSymbian

§§§§4444.1.1.1.1EssentialEssentialEssentialEssential conditionconditionconditioncondition

1) Support the version OS S60 or above of Symbian system.

2) Support DVR platform versions:

� Hisilicon v1.0.1.20 and higher.

� GRain v8.42 and higher.

§§§§4444.2.2.2.2 InstallationInstallationInstallationInstallation andandandand operationoperationoperationoperation instructionsinstructionsinstructionsinstructions

InstallationInstallationInstallationInstallation

Support two installation modes and the user can choose one way for installation.

1.1.1.1.Install online

SearchASeeASeeASeeASee on google market and install online.
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2.2.2.2.Install offline

Copy the Asee.Asee.Asee.Asee.sisxsisxsisxsisx installation package to Symbian phone through cable. In the

specified directory find out the corresponding ....sisxsisxsisxsisx, click the application installation

(If there is not installed apk installer in the mobile phone, the user needs to download

an apk installation software so that it can identify the sisxsisxsisxsisx package), and there will be

program icons after finishing installing. As figure 4-1 shows.

figure 4-1

2）Click the program icon <Asee><Asee><Asee><Asee>，the first screen after running is shown in

figure 4-2.

figure 4-2
click PTZ show as figure 4-3 below
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Figure 4-3

TheTheTheThe functionsfunctionsfunctionsfunctions ofofofof buttonsbuttonsbuttonsbuttons showshowshowshow asasasas follows:follows:follows:follows:

FunctionFunctionFunctionFunction
keyskeyskeyskeys

DefinitionDefinitionDefinitionDefinition FunctionFunctionFunctionFunction specificationspecificationspecificationspecification

Play/pause
When the program connects with device,
play video

capture
Capture the current screen(the default save
path: the default pictures directory of
mobile)

settings

Set some information of the device, such as
IP address, dynamic domain name, port,
username, password and device alias
information.

Full screen For this channel full screen.

pervious/next
Pervious to the former channel,next to the
latter channel

exit quit current software
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Select
channel

Choose one video channel of the device.
And cooperate with "next group" can switch
the 8 or 16 channels.

Ptz PTZ

PTZ control
PTZ direction control including up, down,
left and right.

zoom Zoom in/out control of PTZ.

Focal length Focal length adjustment of PTZ.

Aperture Aperture control of PTZ.

3）If it is first running or need to change the parameters, please click the <settings><settings><settings><settings>

button and enter the <<<<DDDDeviceeviceeviceevice LLLList>ist>ist>ist> page, as shown in figure 4-4、figure
4-5:
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图 4-4

图 4-5

Notes:Notes:Notes:Notes:

� <<<<serverserverserverserver addressaddressaddressaddress>>>>：The public IP address, dynamic domain name or LAN IP of

DVR (The port should be mapped before using public IP and mobile phones need

to open wifi before using LAN IP).

� <<<<portportportport>>>>：The mobile phone port set in DVR（default parameter is 8888）.

� <<<<ueruerueruer IDIDIDID>>>>：The username permitted to login the DVR（default username is

‘admin’）.

� <<<<passwordpasswordpasswordpassword>>>>：The password of the user (default password is empty).

� <<<<aliasaliasaliasalias>>>>：the record’s name

After entering the above information, identify and select play.



Instructions of mobile phone client V1.00

35

图 4-6
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